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H3481/H3483-650YMFLO35129

Body and bracket in die-cast aluminium
Powder coated with pretreatment for outdoor use 
Opal PC
Silicon rubber gasket

Designed by Serge Cornelissen

H3481/H3483-650
Watt
10W 

Kelvin
3000K 680lm

Beam Angle
99°

Power fac
0.9

Operating voltage
220-240V ~ 50Hz

H3481
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Body and bracket in die-cast aluminium
Powder coated with pretreatment for outdoor use 
Opal PC
Silicon rubber gasket

Designed by Serge Cornelissen

H3481
Watt Kelvin
10W 3000K 680lm

Beam Angle
99°

Power factor
0.9

Operating voltage
220-240V ~ 50Hz

 Safety type

90°

 

 

 

 

 

 

180

65
0

82

58

.87.

Wo

YMFLO35129 Power fac

Wo

56
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oodstock mini/midi

.68.

Wall & post light

or  Safety type

2.3 m

4.7 m

7.0 m

DIAM

99°

59

oodstock mini/midi

56 57
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Wall & post light

or  Safety type

2.3 m

4.7 m

7.0 m

DIAM

99°

59

oodstock mini/midi

56 57

or

oodstock mini/midi

.68.

Wall & post light

or  Safety type

2.3 m

4.7 m

7.0 m

DIAM

99°

59

oodstock mini/midi

56 57

Wall & p

4. 2

1.05

0.47

1.0 m

2.0 m

3.0 m

LX

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

73.6

147.2

220.8

294.4

368.0

Wall & p

H3193GWD-300/600：

Body and bracket in die-cast aluminium,with SPC  wood board
Powder coated with pretreatment for outdoor use
Clear glass 
Silicon rubber gasket  

Designed by Franco Pagliarini 

H3193LWD-300/600
Watt
7W 

Kelvin
3000K 300lm

Beam Angle
49°

PF
0.9

Operating voltage
220-240V ~ 50Hz

 S

H3193LWD-300 H3193LWD-600

H3193GWD-300 H3193GWD-600

H3193RWD-300 H3193RWD-600

175 157

600
175 157

300

 

 

 

 

 

18 0

 

H3193GWD-300/600：

Body and bracket in die-cast aluminium,with SPC  wood board
Powder coated with pretreatment for outdoor use 

Clear glass 
Silicon rubber gasket  

Designed by Franco Pagliarini 

Watt
7W 

Kelvin
3000K 300lm

Beam Angle
49°

PF
0.9 220-240V ~ 50Hz

Operating voltage  Safety type

H3193LWD-300 H3193LWD-600

H3193GWD-300 H3193GWD-600

H3193RWD-300 H3193RWD-600

175 157

600
175 157

300

60

YMFLO35131

YMFLO35130

Wall & pWall & p

 S

58
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ost light
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.89.

Woody mini/maxi
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ost light
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1. 8
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 m

m
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ost light
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.89.

Woody mini/maxi
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ost lightost light

ety type

.88.

ost light

0. 9

1. 8

2. 7

 m

 m

m

DIAM

ost light

ety type

61

.89.

Woody mini/maxi

58 59

Wall & post lig

0. 5

0.13

0.06

1.0 m

2.0 m

3.0 m

LX

45 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

52.8

105.6

158.4

211.1

263.9

Wall & post lig

H3194GWD-300/600：
Body and bracket in die-cast aluminium,with SPC  wood board
Powder coated with pretreatment for outdoor use
Clear glass 
Silicon rubber gasket  

Designed by Franco Pagliarini 

H3194LWD-300/600
Watt
7W 

Kelvin
3000K 200lm

Beam Angle
45°

PF
0.9

Operating voltage
220-240V ~ 50Hz

 Safety ty

H3194LWD-300

H3194LWD-600

H3194GWD-300

H3194GWD-600

300

600

157157 157 157

LX DIAM18 0

H3194GWD-300/600：
Body and bracket in die-cast aluminium,with SPC  wood board 

Powder coated with pretreatment for outdoor use
Clear glass 
Silicon rubber gasket  

 

Designed by Franco Pagliarini 

Watt
7W 

Kelvin
3000K 200lm

Beam Angle
45°

PF
0.9

Operating voltage
220-240V ~ 50Hz

 Safety type

H3194LWD-300

H3194LWD-600

H3194GWD-300

H3194GWD-600

300

600

157157 157 157

62

YMFLO35132

YMFLO35133

 Safety ty

60



htht

pe

.90.

8

7

5

 m

 m

m

IAM
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63

15.

Wireframe wall mini/maxi wood

H3067-WDH3062-WD

0.44 1. 3

2. 6

3. 9

 m

0.11  m

0.05 m

1.0 m

2.0 m

3.0 m

LX DIAM

66 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

5.0

10.0

15.0

20.0

25.0

1. 1 1. 3

2. 7

4. 0

 m

0. 3  m

0. 1 m

1.0 m

2.0 m

3.0 m

LX DIAM

68 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

9.6

19.1

28.7

38.2

47.8

60 61
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15.

Wireframe wall mini/maxi wood

H3067-WDH3062-WD

0.44 1. 3

2. 6

3. 9

 m

0.11  m

0.05 m

1.0 m

2.0 m

3.0 m

LX DIAM

66 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

5.0

10.0

15.0

20.0

25.0

1. 1 1. 3

2. 7

4. 0

 m

0. 3  m

0. 1 m

1.0 m

2.0 m

3.0 m

LX DIAM

68 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

9.6

19.1

28.7

38.2

47.8

60 61
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7

5

 m

 m
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pe

63

15.

Wireframe wall mini/maxi wood

H3067-WDH3062-WD

0.44 1. 3

2. 6

3. 9

 m

0.11  m

0.05 m

1.0 m

2.0 m

3.0 m

LX DIAM

66 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

5.0

10.0

15.0

20.0

25.0

1. 1 1. 3

2. 7

4. 0

 m

0. 3  m

0. 1 m

1.0 m

2.0 m

3.0 m

LX DIAM

68 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

9.6

19.1

28.7

38.2

47.8

60 61

YMWLO35135

.116.

Wall & post light

Body and bracket in die-cast aluminium,with SPC wood board
Powder coated with pretreatment for outdoor use 
Opal PC
Silicon rubber gasket

Designed by Franco Pagliarini 

H3062-WD
H3067-WD

Watt
7W
9W 

Kelvin
3000K
3000K

234lm
303lm

Beam Angle
66°
68°

Operating voltage
220-240V ~ 50Hz
220-240V ~ 50Hz

Power factor
0.93
0.92

 Safety type

H3062-WD

H3067-WD

250 360

110 86

125 126

 

 

Powder coated with pretreatment for outdoor use 
Opal PC
Silicon rubber gasket

Body and bracket in die-cast aluminium,with SPC wood board

Designed by Franco Pagliarini

Watt 

7W 

9W 

Kelvin 

3000K 

3000K
234lm
303lm

Beam Angle
66°
68°

 

 

Operating voltage 

220-240V ~ 50Hz 

220-240V ~ 50Hz

Power factor
0.93
0.92

 Safety type 

250 360

110 86

125 126

64

YMWLO35134
YMWLO35135

62



65

Woody wall/garden

H3531L-WD H3533LWD-500

20 2 0. 7

1. 3

2. 0

 m

50  m

22 m

1.0 m

2.0 m

3.0 m

LX DIAM

36 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

58.9

117.8

176.8

235.7

294.6

2. 2 0. 7

1. 4

2. 1

 m

0. 6  m

0. 3 m

1.0 m

2.0 m

3.0 m

LX DIAM

39 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

55.1

110.2

165.3

220.4

275.6

.109.

62 63
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Woody wall/garden

H3531L-WD H3533LWD-500

20 2 0. 7

1. 3

2. 0

 m

50  m

22 m

1.0 m

2.0 m

3.0 m

LX DIAM

36 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

58.9

117.8

176.8

235.7

294.6

2. 2 0. 7

1. 4

2. 1
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0. 6  m

0. 3 m

1.0 m

2.0 m

3.0 m

LX DIAM

39 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

55.1

110.2

165.3

220.4

275.6

.109.

62 63

65

Woody wall/garden

H3531L-WD H3533LWD-500

20 2 0. 7

1. 3

2. 0

 m

50  m

22 m

1.0 m

2.0 m

3.0 m

LX DIAM

36 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

58.9

117.8

176.8

235.7

294.6

2. 2 0. 7

1. 4

2. 1

 m

0. 6  m

0. 3 m

1.0 m

2.0 m

3.0 m

LX DIAM

39 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

55.1

110.2

165.3

220.4

275.6

.109.

62 63

YMWLO35136
YMWLO35137

.110.

Wall & post light

H3531L-WD

145

58101
Body and bracket in die-cast aluminium,with SPC wood board
Powder coated with pretreatment for outdoor use 
Clear glass
Silicon rubber gasket

Designed by Franco Pagliarini 

H3531L-WD
H3533LWD-500

            Watt

            7W 

Kelvin
3000K
3000K

1108lm
319lm

Beam Angle
36°
39°

Operating voltage
220-240V ~ 50Hz
220-240V ~ 50Hz

Power factor
0.94
0.92

 Safety type

H3533LWD-500

500

142
112

145

58101
Body and bracket in die-cast aluminium,with SPC wood board
Powder coated with pretreatment for outdoor use 
Clear glass
Silicon rubber gasket

Designed by Franco Pagliarini 

            Watt

7W 

Kelvin
3000K
3000K

1108lm
319lm

Beam Angle
36°
39°

Operating voltage
220-240V ~ 50Hz
220-240V ~ 50Hz

Power factor
0.94
0.92

 Safety type

500

112

66

YMWLO35136

YMWLO35137

64



67

.121.

Odigos LED

64 65



67

.121.

Odigos LED

64 65

67

.121.

Odigos LED

64 65

Wall & post lig

Body and bracket in die-cast aluminium
Powder coated with pretreatment for outdoor use 
Silicon rubber gasket
Opal pc
CCT function  

Designed by Franco Pagliarini 

H3442LED-380/490
Watt
9W 

Kelvin
3000K 600lm

Beam Angle
93°

Operating voltage
220-240V ~ 50Hz

 Safety ty

H3442LED-380

H3442LED-490

27 3

68

30

1.0 m

2.0 m

3.0 m

LX

93 °

90

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

30 0

33 0

0. 0

56.6

113.2

169.8

226.4

283.0

195
195

493 381 310422

140
140140140

Body and bracket in die-cast aluminium
Powder coated with pretreatment for outdoor use 
Silicon rubber gasket
Opal pc
CCT function  

Designed by Franco Pagliarini 

H3442LED-380/490
Watt
9W 

Kelvin
3000K 600lm

Beam Angle
93°

Operating voltage
220-240V ~ 50Hz

 Safety type

195
195

493 381422

140
140140140

68

YMWLO35138 /YMWLO35139  Safety ty

66
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m

m

M

69

0.96 1.0 m

0.24 2.0 m

0.11 2.9 m

1.0 m

2.0 m

3.0 m

LX DIAM

52°

0

30

60

90

120

150

180

210

240

270

300

330

0.0

17.9

35.7

53.6

71.5

89.3

Light /LED

.159.

66 67



pe

.122.

pe

m

m

m

M

69

0.96 1.0 m

0.24 2.0 m

0.11 2.9 m

1.0 m

2.0 m

3.0 m

LX DIAM

52°

0

30

60

90

120

150

180

210

240

270

300

330

0.0

17.9

35.7

53.6

71.5

89.3

Light /LED

.159.

66 67

pe

.122.

pe

m

m

m

M

69
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52°
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Light /LED

.159.
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Wall & post ligh

H3123-E27/H3124-E27
Body and bracket in die-cast aluminium
Powder coated with pretreatment for outdoor use 
Silicon rubber gasket
Used as socket
    220-240V ~ 50Hz
Designed by Franco Pagliarini

H3123-LED/H3124-LED
Watt
5W 

Kelvin
3000K 355lm

Beam Angle
52°

Power factor
0.8

Operating voltage
220-240V ~ 50Hz

 Safety ty

H3123-LED

H3123-E27

H3124-LED

H3124-E27

42
6

92 110

42
6

92 110

50
0

92 110

50
0

92 110

H3123-E27/H3124-E27
Body and bracket in die-cast aluminium
Powder coated with pretreatment for outdoor use 
Silicon rubber gasket
Used as socket
    220-240V ~ 50Hz
Designed by Franco Pagliarini

Watt
5W 

Kelvin
3000K 355lm

Beam Angle
52°

Power factor
0.8

Operating voltage
220-240V ~ 50Hz

 Safety type

42
6

92 110

42
6

92 110

50
0

92 110

50
0

92 110

70

YMFLO35141YMFLO35140
 Safety ty/

68
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.160.
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71

S t ew a r d

.161.

68 69
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.160.

e

71
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68 69

Wall & post lig

Input
    220-240V~  50Hz

Body and bracket in die-cast aluminium 
Powder coated with pretreatment for outdoor use 
Silicon rubber gasket 
Used as a socket
     220-240V~50Hz
max.2x2000W 

H3113-G9 H3114-G9:         G9 LED max.5 Watt

Designed by Franco Pagliarini

Item No.
H3113-LED/H3114-LED

Watt
3W

Kelvin
3000K 190lm

Beam Angle
65°

CRI Power factor
0.5

 Safety ty
IP44

H3111

H3113-LED

H3113-G9

H3112

H3114-LED

H3114-G9

40
0

40
0

Ø100 Ø100

46
5

46
5

Ø100 Ø100
0 .12 1.

0 .0 3 2.

0 .0 1 3

1.0  m

2.0  m

3.0  m

LX D

65°

0

30

60

90

12 0

15 0

18 0

21 0

24 0

27 0

300

330

0 .0

4.9

9.8

14.7

19.6

24.4

Input
    220-240V~  50Hz

Body and bracket in die-cast aluminium 
Powder coated with pretreatment for outdoor use 
Silicon rubber gasket 
Used as a socket
     220-240V~50Hz
max.2x2000W 

H3113-G9 H3114-G9:         G9 LED max.5 Watt

Designed by Franco Pagliarini

Item No.
H3113-LED/H3114-LED

Watt
3W

Kelvin
3000K 190lm

Beam Angle
65°

CRI Power factor
0.5

 Safety type
IP44

40
0

40
0

Ø100 Ø100

46
5

46
5

Ø100 Ø100

72

YMFLO35142 /YMFLO35143

70
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.162.

70 71

.162.

70 71

SURFACE  WALL

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Luminous flux: Light direction:

150

120

24
0 A3701

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Luminous flux: Light direction:

150

120

24
0 A3701

74

YMFLO35144

SURFACE  WALL

72



SURFACE  WALL  SURFACE  WALL  

75

72 73



SURFACE  WALL  SURFACE  WALL  

75

72 73

SURFACE  WALL  SURFACE  WALL  

75

72 73

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Luminous flux: Light direction:

120 120

50
0 A3702

BOLLARD

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Luminous flux: Light direction:

120 120

50
0 A3702

76

YMFLO35145

74



77

74 75



77

74 75

77

74 75

Material: Light tech.: Protection Class: Finishing Color:

PC 

Item No.: Data information: Di�user Color:

150

120

24
0 A3703

SURFACE  WALL

Material: Light tech.: Protection Class: Finishing Color:

PC 

Item No.: Data information: Di�user Color:

150

120

24
0 A3703

78

YMWLO35146

SURFACE  WALL

76



SURFACE  WALL  SURFACE  WALL  

79

76 77



SURFACE  WALL  SURFACE  WALL  

79

76 77

SURFACE  WALL  SURFACE  WALL  

79

76 77

BOLLARD

Material: Light tech.: Protection Class: Finishing Color:

PC 

Item No.: Data information: Di�user Color:

120 120

50
0 A3704

Material: Light tech.: Protection Class: Finishing Color:

PC 

Item No.: Data information: Di�user Color:

120 120

50
0 A3704

80

YMFLO35147

BOLLARD

78



BOLLARDBOLLARD

81

78 79



BOLLARDBOLLARD

81

78 79

BOLLARDBOLLARD

81

78 79

Material: Light tech.: Protection Class: Finishing Color:

PC 

Item No.: Data information: Di�user Color:

18
0

165

13
0

A1702

SURFACE  WALL

Material: Light tech.: Protection Class: Finishing Color:

PC 

Item No.: Data information: Di�user Color:

18
0

165

13
0

A1702

82

YMWLO35148

SURFACE  WALL

80



SURFACE  WALL  SURFACE  WALL  

83

80 81



SURFACE  WALL  SURFACE  WALL  

83

80 81

SURFACE  WALL  SURFACE  WALL  

83

80 81

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Luminous flux: Light direction:

90

95

A3801

92

92 92

A3802

CEILING

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Luminous flux: Light direction:

90

95

A3801

92

92 92

A3802

84

YMCLO35149

YMCLO35150

CEILING

82



CEILINGCEILING

85

82 83



CEILINGCEILING

85

82 83

CEILINGCEILING

85

82 83

SURFACE  WALL

Material: Light tech.: Protection Class: Finishing Color:

Aluminium Die-Casting Body

Item No.: Data information: Luminous flux: Light direction:

12
0

90

A1601

Material: Light tech.: Protection Class: Finishing Color:

Aluminium Die-Casting Body

Item No.: Data information: Luminous flux: Light direction:

12
0

90

A1601

86

YMWLO35151

SURFACE  WALL

84



SURFACE  WALL  SURFACE  WALL  

87

84 85



SURFACE  WALL  SURFACE  WALL  

87

84 85

SURFACE  WALL  SURFACE  WALL  

87

84 85

Material: Light tech.: Protection Class: Finishing Color:

Aluminium Die-Casting Body

Item No.: Data information: Luminous flux: Light direction:

30
0/

60
0/

80
0

120

A1602

BOLLARD

Material: Light tech.: Protection Class: Finishing Color:

Aluminium Die-Casting Body

Item No.: Data information: Luminous flux: Light direction:

30
0/

60
0/

80
0

120

A1602

88

YMFLO35152

BOLLARD

86



BOLLARDBOLLARD

89

86 87



BOLLARDBOLLARD

89

86 87

BOLLARDBOLLARD

89

86 87

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Luminous flux: Light direction:

124

32
0

74

A1402

66
8

110

20
9

70

A1404

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Luminous flux: Light direction:

124

32
0

74

A1402

66
8

110

20
9

70

A1404

90

YMFLO35153

YMFLO35154

88



ection:

SPOT

91

88 89



ection:

SPOT

91

88 89

ection:

SPOT

91

88 89

Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Di�user Color:

90

18
0

110

A0601

29
2

90

116

A0602

90

120

20
5

A0603

92

YMWLO35155

YMWLO35156

YMWLO35157

90



Material: Light tech.: Protection Class: Finishing Color:

Item No.: Data information: Di�user Color:

90

18
0
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WM570 / WM571

WM571-PIRWM571

WM570 WM570-DN

Φ160
Φ110

6500K3000K

Sensor
350°

13
6

132195

20
2

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

0.8≥

0.8≥

0.8≥

0.8≥

IP54 Class I

IP54 Class I

IP54 Class I

IP54 Class I

80

80

80

80

120°

120°

120°

120°

1500lm

1500lm

800lm

800lm

WM571-PIR LED SMD 21W

LED SMD 21W

LED SMD 12W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM570 / WM571

110

K A I D A  L I G H T I N G
White Silver

Working Temp.:

Led Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM471 / WM472 / WM473

YMWLO35183

YMWLO35183

YMWLO35184

YMWLO35184

YMWLO35185

YMWLO35185

YMWLO35186

YMWLO35186

YMWLO35187

WM571-PIR

WM570-DN

240°

White Silver Dark Grey Black

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM471 / WM472 / WM473

111

!"#$%&'(&%$)&*+%+,)K A I D A  L I G H T I N G

240°

BlackDark Grey

-20ºC~40ºC

2700- 6500KLed Color Option: 

220-240V / 50-60Hz

Die-cast aluminium / Glass Di�user

WM471 / WM472 / WM473YMWLO35187 YMWLO35189 YMWLO35191

YMWLO35187

108 109



Φ160
Φ110

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor
350°

13
6

132195

20
2

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

0.8≥

0.8≥

0.8≥

0.8≥

IP54 Class I

IP54 Class I

IP54 Class I

IP54 Class I

80

80

80

80

120°

120°

120°

120°

1500lm

1500lm

800lm

800lm

WM571-PIR

WM571

WM570-DN

WM570

LED SMD 21W

LED SMD 21W

LED SMD 12W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM570 / WM571

WM571-PIRWM571

WM570 WM570-DN

Φ160
Φ110

6500K3000K

Sensor
350°

13
6

132195

20
2

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

0.8≥

0.8≥

0.8≥

0.8≥

IP54 Class I

IP54 Class I

IP54 Class I

IP54 Class I

80

80

80

80

120°

120°

120°

120°

1500lm

1500lm

800lm

800lm

WM571-PIR LED SMD 21W

LED SMD 21W

LED SMD 12W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM570 / WM571

110

K A I D A  L I G H T I N G
White Silver

Working Temp.:

Led Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM471 / WM472 / WM473

YMWLO35183

YMWLO35183

YMWLO35184

YMWLO35184

YMWLO35185

YMWLO35185

YMWLO35186

YMWLO35186

YMWLO35187

WM571-PIR

WM570-DN

240°

White Silver Dark Grey Black

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM471 / WM472 / WM473

111

!"#$%&'(&%$)&*+%+,)K A I D A  L I G H T I N G

240°

BlackDark Grey

-20ºC~40ºC

2700- 6500KLed Color Option: 

220-240V / 50-60Hz

Die-cast aluminium / Glass Di�user

WM471 / WM472 / WM473YMWLO35187 YMWLO35189 YMWLO35191

YMWLO35187

108 109

Φ160
Φ110

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor
350°

13
6

132195

20
2

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

0.8≥

0.8≥

0.8≥

0.8≥

IP54 Class I

IP54 Class I

IP54 Class I

IP54 Class I

80

80

80

80

120°

120°

120°

120°

1500lm

1500lm

800lm

800lm

WM571-PIR

WM571

WM570-DN

WM570

LED SMD 21W

LED SMD 21W

LED SMD 12W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM570 / WM571

WM571-PIRWM571

WM570 WM570-DN

Φ160
Φ110

6500K3000K

Sensor
350°

13
6

132195

20
2

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

0.8≥

0.8≥

0.8≥

0.8≥

IP54 Class I

IP54 Class I

IP54 Class I

IP54 Class I

80

80

80

80

120°

120°

120°

120°

1500lm

1500lm

800lm

800lm

WM571-PIR LED SMD 21W

LED SMD 21W

LED SMD 12W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM570 / WM571

110

K A I D A  L I G H T I N G
White Silver

Working Temp.:

Led Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM471 / WM472 / WM473

YMWLO35183

YMWLO35183

YMWLO35184

YMWLO35184

YMWLO35185

YMWLO35185

YMWLO35186

YMWLO35186

YMWLO35187

WM571-PIR

WM570-DN

240°

White Silver Dark Grey Black

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM471 / WM472 / WM473

111

!"#$%&'(&%$)&*+%+,)K A I D A  L I G H T I N G

240°

BlackDark Grey

-20ºC~40ºC

2700- 6500KLed Color Option: 

220-240V / 50-60Hz

Die-cast aluminium / Glass Di�user

WM471 / WM472 / WM473YMWLO35187 YMWLO35189 YMWLO35191

YMWLO35187

108 109

203 23

80

168.5

90
364 25

90

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

3211
2

11
2

10
8

0.8≥

0.8≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

95°

95°

95°

4000lm

2000lm

1000lm

WM473

WM472

WM471

LED SMD 36W

LED SMD 21W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM473WM472WM471

WM473-PIRWM472-PIRWM471-PIR

203 23

80

168.5

90
364 25

90

6500K3000K Sensor

3211
2

11
2

10
8

0.8≥

0.8≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

95°

95°

95°

4000lm

2000lm

1000lm

WM473 LED SMD 36W

LED SMD 21W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

112

YMWLO35187

YMWLO35187

YMWLO35189

YMWLO35189

YMWLO35191

YMWLO35191

110



203 23

80

168.5

90
364 25

90

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

3211
2

11
2

10
8

0.8≥

0.8≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

95°

95°

95°

4000lm

2000lm

1000lm

WM473

WM472

WM471

LED SMD 36W

LED SMD 21W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM473WM472WM471

WM473-PIRWM472-PIRWM471-PIR

203 23

80

168.5

90
364 25

90

6500K3000K Sensor

3211
2

11
2

10
8

0.8≥

0.8≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

95°

95°

95°

4000lm

2000lm

1000lm

WM473 LED SMD 36W

LED SMD 21W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

112

YMWLO35187

YMWLO35187

YMWLO35189

YMWLO35189

YMWLO35191

YMWLO35191

113

!"#$%&'(&%$)&*+%+,)

110 111



203 23

80

168.5

90
364 25

90

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

3211
2

11
2

10
8

0.8≥

0.8≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

95°

95°

95°

4000lm

2000lm

1000lm

WM473

WM472

WM471

LED SMD 36W

LED SMD 21W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM473WM472WM471

WM473-PIRWM472-PIRWM471-PIR

203 23

80

168.5

90
364 25

90

6500K3000K Sensor

3211
2

11
2

10
8

0.8≥

0.8≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

95°

95°

95°

4000lm

2000lm

1000lm

WM473 LED SMD 36W

LED SMD 21W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

112

YMWLO35187

YMWLO35187

YMWLO35189

YMWLO35189

YMWLO35191

YMWLO35191

113

!"#$%&'(&%$)&*+%+,)

110 111

203 23

80

168.5

90
364 25

90

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

3211
2

11
2

10
8

0.8≥

0.8≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

95°

95°

95°

4000lm

2000lm

1000lm

WM473

WM472

WM471

LED SMD 36W

LED SMD 21W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM473WM472WM471

WM473-PIRWM472-PIRWM471-PIR

203 23

80

168.5

90
364 25

90

6500K3000K Sensor

3211
2

11
2

10
8

0.8≥

0.8≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

95°

95°

95°

4000lm

2000lm

1000lm

WM473 LED SMD 36W

LED SMD 21W

LED SMD 12W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

112

YMWLO35187

YMWLO35187

YMWLO35189

YMWLO35189

YMWLO35191

YMWLO35191

113

!"#$%&'(&%$)&*+%+,)

110 111

LED COB 8WWM581 600lm 38° 80 IP65 Class I ≥ 0.8

104

adjustable

adjustable

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

151

130

11
0

13
5

90

110

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM581 / WM582

0.9≥

0.9≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

38°

38°

38°

1200lm

1200lm

600lm

WM582-PIR

WM582

WM581-PIR

LED COB 16W

LED COB 16W

LED COB 8W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM581

WM582

LED COB 8W 600lm 38° 80 IP65 Class I ≥ 0.8

104

adjustable

adjustable

6500K3000K

Sensor

151

130

11
0

13
5

90

110

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM581 / WM582

0.9≥

0.9≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

38°

38°

38°

1200lm

1200lm

600lm

WM582-PIR LED COB 16W

LED COB 16W

LED COB 8W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

WM581

WM582

114

YMWLO35193 /YMWLO35195

YMWLO35193

YMWLO35194

YMWLO35195

YMWLO35196

112



LED COB 8WWM581 600lm 38° 80 IP65 Class I ≥ 0.8

104

adjustable

adjustable

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

151

130

11
0

13
5

90

110

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM581 / WM582

0.9≥

0.9≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

38°

38°

38°

1200lm

1200lm

600lm

WM582-PIR

WM582

WM581-PIR

LED COB 16W

LED COB 16W

LED COB 8W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM581

WM582

LED COB 8W 600lm 38° 80 IP65 Class I ≥ 0.8

104

adjustable

adjustable

6500K3000K

Sensor

151

130

11
0

13
5

90

110

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM581 / WM582

0.9≥

0.9≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

38°

38°

38°

1200lm

1200lm

600lm

WM582-PIR LED COB 16W

LED COB 16W

LED COB 8W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

WM581

WM582

114

YMWLO35193 /YMWLO35195

YMWLO35193

YMWLO35194

YMWLO35195

YMWLO35196

115

!"#$%&'(&%$)&*+%+,)

112 113



LED COB 8WWM581 600lm 38° 80 IP65 Class I ≥ 0.8

104

adjustable

adjustable

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

151

130

11
0

13
5

90

110

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM581 / WM582

0.9≥

0.9≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

38°

38°

38°

1200lm

1200lm

600lm

WM582-PIR

WM582

WM581-PIR

LED COB 16W

LED COB 16W

LED COB 8W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM581

WM582

LED COB 8W 600lm 38° 80 IP65 Class I ≥ 0.8

104

adjustable

adjustable

6500K3000K

Sensor

151

130

11
0

13
5

90

110

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM581 / WM582

0.9≥

0.9≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

38°

38°

38°

1200lm

1200lm

600lm

WM582-PIR LED COB 16W

LED COB 16W

LED COB 8W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

WM581

WM582

114

YMWLO35193 /YMWLO35195

YMWLO35193

YMWLO35194

YMWLO35195

YMWLO35196

115

!"#$%&'(&%$)&*+%+,)

112 113

LED COB 8WWM581 600lm 38° 80 IP65 Class I ≥ 0.8

104

adjustable

adjustable

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

151

130

11
0

13
5

90

110

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM581 / WM582

0.9≥

0.9≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

38°

38°

38°

1200lm

1200lm

600lm

WM582-PIR

WM582

WM581-PIR

LED COB 16W

LED COB 16W

LED COB 8W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM581

WM582

LED COB 8W 600lm 38° 80 IP65 Class I ≥ 0.8

104

adjustable

adjustable

6500K3000K

Sensor

151

130

11
0

13
5

90

110

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM581 / WM582

0.9≥

0.9≥

0.8≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

38°

38°

38°

1200lm

1200lm

600lm

WM582-PIR LED COB 16W

LED COB 16W

LED COB 8W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

WM581

WM582

114

YMWLO35193 /YMWLO35195

YMWLO35193

YMWLO35194

YMWLO35195

YMWLO35196

115

!"#$%&'(&%$)&*+%+,)

112 113

LED COB 16WWM584 1200lm 38° 80 IP65 Class I ≥ 0.9

adjustable

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM584

157

100

14
0

102

0.9≥IP65 Class I8038°1200lmWM584-PIR LED COB 16W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

LED COB 16W 1200lm 38° 80 IP65 Class I ≥ 0.9

adjustable

6500K3000K

Sensor

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM584

157

100

14
0

102

0.9≥IP65 Class I8038°1200lmWM584-PIR LED COB 16W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

116

YMWLO35197

YMWLO35197

YMWLO35198

114



LED COB 16WWM584 1200lm 38° 80 IP65 Class I ≥ 0.9

adjustable

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM584

157

100

14
0

102

0.9≥IP65 Class I8038°1200lmWM584-PIR LED COB 16W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

LED COB 16W 1200lm 38° 80 IP65 Class I ≥ 0.9

adjustable

6500K3000K

Sensor

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM584

157

100

14
0

102

0.9≥IP65 Class I8038°1200lmWM584-PIR LED COB 16W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

116

YMWLO35197

YMWLO35197

YMWLO35198

117

!"#$%&'(&%$)&*+%+,)

114 115



LED COB 16WWM584 1200lm 38° 80 IP65 Class I ≥ 0.9

adjustable

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM584

157

100

14
0

102

0.9≥IP65 Class I8038°1200lmWM584-PIR LED COB 16W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

LED COB 16W 1200lm 38° 80 IP65 Class I ≥ 0.9

adjustable

6500K3000K

Sensor

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM584

157

100

14
0

102

0.9≥IP65 Class I8038°1200lmWM584-PIR LED COB 16W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

116

YMWLO35197

YMWLO35197

YMWLO35198

117

!"#$%&'(&%$)&*+%+,)

114 115

LED COB 16WWM584 1200lm 38° 80 IP65 Class I ≥ 0.9

adjustable

6500K3000K

.///01///023//4
!!"#$%&'()*+,-

Sensor

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM584

157

100

14
0

102

0.9≥IP65 Class I8038°1200lmWM584-PIR LED COB 16W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

LED COB 16W 1200lm 38° 80 IP65 Class I ≥ 0.9

adjustable

6500K3000K

Sensor

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM584

157

100

14
0

102

0.9≥IP65 Class I8038°1200lmWM584-PIR LED COB 16W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

116

YMWLO35197

YMWLO35197

YMWLO35198

117

!"#$%&'(&%$)&*+%+,)

114 115

7373

7373

30
0

58
5

WM203L

WM203
White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

WM302 / WM302L

0.9≥

0.9≥

IP54 Class I

IP54 Class I

80

80

120°

120°

1400lm

700lm

WM302L

WM302

LED SMD 20W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

7373

7373

30
0

58
5

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.9≥

0.9≥

IP54 Class I

IP54 Class I

80

80

120°

120°

1400lm

700lm

WM302L LED SMD 20W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

118

YMWLO35199

YMWLO35199

YMWLO35200

YMWLO35200

116



7373

7373

30
0

58
5

WM203L

WM203
White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

WM302 / WM302L

0.9≥

0.9≥

IP54 Class I

IP54 Class I

80

80

120°

120°

1400lm

700lm

WM302L

WM302

LED SMD 20W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

7373

7373

30
0

58
5

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.9≥

0.9≥

IP54 Class I

IP54 Class I

80

80

120°

120°

1400lm

700lm

WM302L LED SMD 20W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

118

YMWLO35199

YMWLO35199

YMWLO35200

YMWLO35200

119

!"#$%&'(&%$)&*+%+,)

116 117



7373

7373

30
0

58
5

WM203L

WM203
White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

WM302 / WM302L

0.9≥

0.9≥

IP54 Class I

IP54 Class I

80

80

120°

120°

1400lm

700lm

WM302L

WM302

LED SMD 20W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

7373

7373

30
0

58
5

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.9≥

0.9≥

IP54 Class I

IP54 Class I

80

80

120°

120°

1400lm

700lm

WM302L LED SMD 20W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

118

YMWLO35199

YMWLO35199

YMWLO35200

YMWLO35200

119

!"#$%&'(&%$)&*+%+,)

116 117

7373

7373

30
0

58
5

WM203L

WM203
White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

WM302 / WM302L

0.9≥

0.9≥

IP54 Class I

IP54 Class I

80

80

120°

120°

1400lm

700lm

WM302L

WM302

LED SMD 20W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

7373

7373

30
0

58
5

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.9≥

0.9≥

IP54 Class I

IP54 Class I

80

80

120°

120°

1400lm

700lm

WM302L LED SMD 20W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

118

YMWLO35199

YMWLO35199

YMWLO35200

YMWLO35200

119

!"#$%&'(&%$)&*+%+,)

116 117

90
Φ

440

84

330°

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM452

0.8≥IP54 Class I80120°550lmWM452 LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

90
Φ

440

84

330°

330°

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM452

0.8≥IP54 Class I80120°550lmWM452 LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

120

YMWLO35201

YMWLO35201

118



90
Φ

440

84

330°

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM452

0.8≥IP54 Class I80120°550lmWM452 LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

90
Φ

440

84

330°

330°

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM452

0.8≥IP54 Class I80120°550lmWM452 LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

120

YMWLO35201

YMWLO35201

330°

121

!"#$%&'(&%$)&*+%+,)

118 119



90
Φ

440

84

330°

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM452

0.8≥IP54 Class I80120°550lmWM452 LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

90
Φ

440

84

330°

330°

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM452

0.8≥IP54 Class I80120°550lmWM452 LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

120

YMWLO35201

YMWLO35201

330°

121

!"#$%&'(&%$)&*+%+,)

118 119

90
Φ

440

84

330°

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM452

0.8≥IP54 Class I80120°550lmWM452 LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

90
Φ

440

84

330°

330°

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WM452

0.8≥IP54 Class I80120°550lmWM452 LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

120

YMWLO35201

YMWLO35201

330°

121

!"#$%&'(&%$)&*+%+,)

118 119

21
8

147120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

IP44WM231 E27 Max.60W

Safety typeModle Watt

WM231

21
8

147120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

IP44WM231 E27 Max.60W

Safety typeModel Watt

WM231

122

YMWLO35202

YMWLO35202

120



21
8

147120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

IP44WM231 E27 Max.60W

Safety typeModle Watt

WM231

21
8

147120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

IP44WM231 E27 Max.60W

Safety typeModel Watt

WM231

122

YMWLO35202

YMWLO35202

123

!"#$%&'(&%$)&*+%+,)

120 121



21
8

147120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

IP44WM231 E27 Max.60W

Safety typeModle Watt

WM231

21
8

147120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

IP44WM231 E27 Max.60W

Safety typeModel Watt

WM231

122

YMWLO35202

YMWLO35202

123

!"#$%&'(&%$)&*+%+,)

120 121

21
8

147120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

IP44WM231 E27 Max.60W

Safety typeModle Watt

WM231

21
8

147120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

IP44WM231 E27 Max.60W

Safety typeModel Watt

WM231

122

YMWLO35202

YMWLO35202

123

!"#$%&'(&%$)&*+%+,)

120 121

160120

147

22
0

22
0

120

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

IP65 Class I

IP65 Class I

80

80

120°

120°

800lm

800lm

WM233-PIR

WM233

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM233-PIRWM233

WM233

160120

147

22
0

22
0

120

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

IP65 Class I

IP65 Class I

80

80

120°

120°

800lm

800lm

WM233-PIR LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

WM233

124

YMWLO35203

YMWLO35203

YMWLO35203

YMWLO35204

YMWLO35204

122



160120

147

22
0

22
0

120

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

IP65 Class I

IP65 Class I

80

80

120°

120°

800lm

800lm

WM233-PIR

WM233

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM233-PIRWM233

WM233

160120

147

22
0

22
0

120

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

IP65 Class I

IP65 Class I

80

80

120°

120°

800lm

800lm

WM233-PIR LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

WM233

124

YMWLO35203

YMWLO35203

YMWLO35203

YMWLO35204

YMWLO35204

125

!"#$%&'(&%$)&*+%+,)

122 123



160120

147

22
0

22
0

120

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

IP65 Class I

IP65 Class I

80

80

120°

120°

800lm

800lm

WM233-PIR

WM233

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM233-PIRWM233

WM233

160120

147

22
0

22
0

120

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

IP65 Class I

IP65 Class I

80

80

120°

120°

800lm

800lm

WM233-PIR LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

WM233

124

YMWLO35203

YMWLO35203

YMWLO35203

YMWLO35204

YMWLO35204

125

!"#$%&'(&%$)&*+%+,)

122 123

160120

147

22
0

22
0

120

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

IP65 Class I

IP65 Class I

80

80

120°

120°

800lm

800lm

WM233-PIR

WM233

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

WM233-PIRWM233

WM233

160120

147

22
0

22
0

120

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

IP65 Class I

IP65 Class I

80

80

120°

120°

800lm

800lm

WM233-PIR LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

WM233

124

YMWLO35203

YMWLO35203

YMWLO35203

YMWLO35204

YMWLO35204

125

!"#$%&'(&%$)&*+%+,)

122 123

50
0/

80
0

120Φ

21
8

120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

B231 B231-500

B231-800

B231

IP44

IP44

IP44

B231

B231-800

B231-500

E27 Max.60W

E27 Max.60W

E27 Max.60W

Safety typeModle Watt

50
0/

80
0

120Φ

21
8

120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

B231

IP44

IP44

IP44

B231 E27 Max.60W

E27 Max.60W

E27 Max.60W

Safety typeModel Watt

126

YMFLO35207

YMFLO35205

YMFLO35206

YMFLO35207

124



50
0/

80
0

120Φ

21
8

120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

B231 B231-500

B231-800

B231

IP44

IP44

IP44

B231

B231-800

B231-500

E27 Max.60W

E27 Max.60W

E27 Max.60W

Safety typeModle Watt

50
0/

80
0

120Φ

21
8

120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

B231

IP44

IP44

IP44

B231 E27 Max.60W

E27 Max.60W

E27 Max.60W

Safety typeModel Watt

126

YMFLO35207

YMFLO35205

YMFLO35206

YMFLO35207

127

!"#$%&'(&%$)&*+%+,)

124 125



50
0/

80
0

120Φ

21
8

120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

B231 B231-500

B231-800

B231

IP44

IP44

IP44

B231

B231-800

B231-500

E27 Max.60W

E27 Max.60W

E27 Max.60W

Safety typeModle Watt

50
0/

80
0

120Φ

21
8

120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

B231

IP44

IP44

IP44

B231 E27 Max.60W

E27 Max.60W

E27 Max.60W

Safety typeModel Watt

126

YMFLO35207

YMFLO35205

YMFLO35206

YMFLO35207

127

!"#$%&'(&%$)&*+%+,)

124 125

50
0/

80
0

120Φ

21
8

120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

B231 B231-500

B231-800

B231

IP44

IP44

IP44

B231

B231-800

B231-500

E27 Max.60W

E27 Max.60W

E27 Max.60W

Safety typeModle Watt

50
0/

80
0

120Φ

21
8

120Φ

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

B231

IP44

IP44

IP44

B231 E27 Max.60W

E27 Max.60W

E27 Max.60W

Safety typeModel Watt

126

YMFLO35207

YMFLO35205

YMFLO35206

YMFLO35207

127

!"#$%&'(&%$)&*+%+,)

124 125

80
0

150Φ

135120Φ

22
0

150Φ

White Silver BlackDark Grey

B234

B233-800 B233-PIR-800

B234

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

0.85≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

35°

35°

35°

800lm

800lm

800lm

B233-PIR-800

B233-800

B234

LED SMD 13W

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

80
0

150Φ

135120Φ

22
0

150Φ

White Silver BlackDark Grey

B234

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

0.85≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

35°

35°

35°

800lm

800lm

800lm

B233-PIR-800 LED SMD 13W

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

128

YMFLO35208

YMFLO35208

YMFLO35208

YMFLO35209

YMFLO35209

YMFLO35210

YMFLO35210

126



80
0

150Φ

135120Φ

22
0

150Φ

White Silver BlackDark Grey

B234

B233-800 B233-PIR-800

B234

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

0.85≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

35°

35°

35°

800lm

800lm

800lm

B233-PIR-800

B233-800

B234

LED SMD 13W

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

80
0

150Φ

135120Φ

22
0

150Φ

White Silver BlackDark Grey

B234

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

0.85≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

35°

35°

35°

800lm

800lm

800lm

B233-PIR-800 LED SMD 13W

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

128

YMFLO35208

YMFLO35208

YMFLO35208

YMFLO35209

YMFLO35209

YMFLO35210

YMFLO35210

129
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126 127



80
0

150Φ

135120Φ

22
0

150Φ

White Silver BlackDark Grey

B234

B233-800 B233-PIR-800

B234

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

0.85≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

35°

35°

35°

800lm

800lm

800lm

B233-PIR-800

B233-800

B234

LED SMD 13W

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

80
0

150Φ

135120Φ

22
0

150Φ

White Silver BlackDark Grey

B234

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

0.85≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

35°

35°

35°

800lm

800lm

800lm

B233-PIR-800 LED SMD 13W

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt
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YMFLO35208

YMFLO35208

YMFLO35208

YMFLO35209

YMFLO35209

YMFLO35210

YMFLO35210

129
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126 127

80
0

150Φ

135120Φ

22
0

150Φ

White Silver BlackDark Grey

B234

B233-800 B233-PIR-800

B234

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

0.85≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

35°

35°

35°

800lm

800lm

800lm

B233-PIR-800

B233-800

B234

LED SMD 13W

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

80
0

150Φ

135120Φ

22
0

150Φ

White Silver BlackDark Grey

B234

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / PC Di�userMaterial: 

0.85≥

0.85≥

0.85≥

IP65 Class I

IP65 Class I

IP65 Class I

80

80

80

35°

35°

35°

800lm

800lm

800lm

B233-PIR-800 LED SMD 13W

LED SMD 13W

LED SMD 13W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

128

YMFLO35208

YMFLO35208

YMFLO35208

YMFLO35209

YMFLO35209

YMFLO35210

YMFLO35210

129

!"#$%&'(&%$)&*+%+,)

126 127

160 73

160 73

65
65

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR046

WR046B

WR046

0.5≥

0.5≥

IP54 Class I

IP54 Class I

80

80

60°

60°

180lm

180lm

WR046B

WR046

LED SMD 4W

LED SMD 4W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

160 73

160 73

65
65

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR046

0.5≥

0.5≥

IP54 Class I

IP54 Class I

80

80

60°

60°

180lm

180lm

WR046B LED SMD 4W

LED SMD 4W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

130

YMWLO35211

YMWLO35211

YMWLO35211

YMWLO35212

YMWLO35212

128



160 73

160 73

65
65

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR046

WR046B

WR046

0.5≥

0.5≥

IP54 Class I

IP54 Class I

80

80

60°

60°

180lm

180lm

WR046B

WR046

LED SMD 4W

LED SMD 4W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

160 73

160 73

65
65

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR046

0.5≥

0.5≥

IP54 Class I

IP54 Class I

80

80

60°

60°

180lm

180lm

WR046B LED SMD 4W

LED SMD 4W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

130

YMWLO35211

YMWLO35211

YMWLO35211

YMWLO35212

YMWLO35212

131
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160 73

160 73

65
65

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR046

WR046B

WR046

0.5≥

0.5≥

IP54 Class I

IP54 Class I

80

80

60°

60°

180lm

180lm

WR046B

WR046

LED SMD 4W

LED SMD 4W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

160 73

160 73

65
65

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR046

0.5≥

0.5≥

IP54 Class I

IP54 Class I

80

80

60°

60°

180lm

180lm

WR046B LED SMD 4W

LED SMD 4W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

130

YMWLO35211

YMWLO35211

YMWLO35211

YMWLO35212

YMWLO35212

131
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160 73

160 73

65
65

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR046

WR046B

WR046

0.5≥

0.5≥

IP54 Class I

IP54 Class I

80

80

60°

60°

180lm

180lm

WR046B

WR046

LED SMD 4W

LED SMD 4W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

160 73

160 73

65
65

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR046

0.5≥

0.5≥

IP54 Class I

IP54 Class I

80

80

60°

60°

180lm

180lm

WR046B LED SMD 4W

LED SMD 4W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt
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YMWLO35211

YMWLO35211

YMWLO35211

YMWLO35212

YMWLO35212
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280 73

280 73

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR048 / WR049

WR049

WR048

0.9≥

0.9≥

IP65 Class I

IP54 Class I

80

80

68°

68°

320lm

400lm

WR049

WR048

LED SMD 10W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModle Watt

65
65

280 73

280 73

White Silver BlackDark Grey

-20ºC~40ºC Working Temp.:

2700- 6500KLed Color Option: 

220-240V / 50-60HzVoltage: 

Die-cast aluminium / Glass Di�userMaterial: 

WR048 / WR049

0.9≥

0.9≥

IP65 Class I

IP54 Class I

80

80

68°

68°

320lm

400lm

WR049 LED SMD 10W

LED SMD 10W

Power factorSafety typeCRIBeam AngleLuminous FluxModel Watt

65
65
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YMWLO35213

YMWLO35213

/YMWLO35214

YMWLO35214

YMWLO35213

YMWLO35214

130


